
 
Caledonian Stone Company – Caledonian House, Lonmay, Fraserburgh, Aberdeenshire, AB43 8RN 

 

T: 01346 532747   E: sales@caledonianstone.com   W: www.caledonainstone.com 

 

    

    

 

 

 

 

 

 

 

 

 

 

 

 

               

       Beige                      

 

 

 

 

 

 
Format/Size  Finish  Thickness  

600x900mm Ribbed  20mm 

Characteristic  Regulation  Value Achieved 

Water Absorption  UNE-EN-ISO 10545-3 < 0.5% 

Breaking Strength  UNE-EN-ISO 10545-4 > 1300N 

Surface Abrasion  UNE-EN-ISO 10545-7 Passed 

Cracking Resistance  UNE-EN-ISO 10545-11 Passed 

Frost Resistance  UNE-EN-ISO 10545-12 Passed 

Chemical Resistance 
(domestic and swimming 

pool products)  

UNE-EN-ISO 10545-13 Passed 

Acid Resistance  UNE-EN-ISO 10545-13 Passed 

Alkaline Resistance  UNE-EN-ISO 10545-13 Passed 

   Templeton Paving  

20MM Porcelain Paver   

T: 01346 532747  E: sales@caledonianstone.com  

Product Data Sheet  

Templeton porcelain paving is perfect for 

red brick houses adding a nice contrast.  

Templeton comes in 600x600mm slabs, is 

slip resistant and extremely strong. 

Technical Information  
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For a Raised Installations: 
Required pedestal positions: 
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Resistance to Stains UNE-EN-ISO 10545-14 Passed 

Slip Resistance DIN 51130:2014-5 R11 

Need more help?  

Just give us a call and one of 

our friendly team will be ready 

to help you 

01346 532747 


